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UTILITY LOCATORS
e s oxone 950R/T LOCATING EQUIPMENT
210R The 950R/T electronic locating system Is the quickest way Lo locate bured tefephone, CATV, power, gas and
g10F waler linas. In aclive mode, the 950T transmils via direct-line conneclion, induction clamp or Induced ! ,
g70T broadcast signals. In passive mode, the 850R receiver delecls signals generated by 3t kHz (CATY) and
GENRIT 50/60 Hz power, as well as re-radiated radio frequencies. And in beacen mode, the 950R detecis signals
830R/T from oplional beacons lo locate non-melailic sesvice Jines. '
150R/T 2 FIND YOUR DEALER
250RIT

CABLE FAULT
PLASTIC PIPE & DUCT

KEY FEATURES DETAILS LITERATURE hANUAL OFFERS

KEY FEATURES, 950R/T

+ Eightwelght 850R receiver is balanced for easy handling.

+ O50R/T offers simuflaneous 8 and 29 kHz lransmission, so an
alternate signal is available if one is hard fo detect; 80 kHz frequency
is helplutin kacaling old tracer wires and pipes will insulators.

SPECS SAFETY JOB RELATEDR
SPECIFICATIONS, 950RIT
o PRINT
950R RECEIVER
RECEIVER DIMENSIONS u.s. METRIC
Height 27.75in 705 mm
Length t28in 325 mm
Width 581In 145 mm
Ogperating welght 451b 2kg
REGEIVER OPERATION u.s. METRIC
Operating temperature range 4*Flo122°F 200 Clo80°C
Anlenna cenfigurations: Single peak, hwin peak, null, Teft/right {fine only)
Audie oulput: Speaker
Depih estimale tolerances®
Adtivaine £ 3% 021ft-51t 008 m-1.5m
Aclive line + 5% 5ft-10ft 15m-3m
Active iine + 10% 10 ft and deeper 3 m and deeper
Passive fine + 10% 0.51t- 104t 15m-3m
Beacoen + 5% 0.51t- 104t iH5m-3m

LCE Backligh!: LED {green)
Extemal ports: RS-232 seral

RECEIVER BATTERIES
Type: 6 G-cefl alkaline
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Baltery lite: Approximately 50 hours {continutous use at 70" £121° C)
Balfery saver: Unit shuts off after 5 minutes of inactivity

9507 TRANSMITTER

TRANSMITTER DIMENSIONS U.s. METRIC
Height 1tin . 260 mm
Length 141n / 356 mm

Widlh 4.2in / 107 mm
Oporating weight 7.251b<. 33 kg
TRANSMITTER OPERATION u.s. METRIC
QOperaling temperature range -4*Flo 122°F 20 ClosrC

Maximum power outpul: 3 Walls
Qperaling modes: 512 Hz, 1 kHz, 8 kHz, and dual {8 kHz and 29 kHz)
Tirger: Unit runs continwousty or shuts off afler uaning for setected hour interval {8-hour maximura)

TRANSMITTER BATTERIES
Type: 8 D-cell atkaline
Ballery life: Appoximalely 40 hours {confinuous use at power level 2)

OPERATIONAL FREQUENCIES

Passiva (standard): 50 Hz, 60 Hz, radio

Passive (optional): 50 P power, 80 P power, 100 Hz, 120 Hz, 31 kHz
Aclive (sfandard): 612 Hz, 1 kHz, 8 kHz, 29 kHz, 80 kHz, 33 kHz (EML)
Aclive other {optional): 400 Hz, $60 Hz, 815 Hz, 200 kHz

Beacen {non-roll) 512 Hz, 29 kHz, 33kHz
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